Cryogenic mirrors have been introduced to the KAGRA gravitational wave telescope in Japan, and are also planned to be used in next-generation gravitational wave telescopes to further improve their sensitivity. Molecular gases inside vacuum chambers adhere to cold mirror surfaces because they lose their kinematic energy when they hit cryogenic surfaces. Finally, a number of adsorbed molecules form an adlayer, which will grow with time. The growing adlayer functions as an optical coating film and changes the coating properties such as reflectance, transmittance, and absorption, which are carefully chosen to maximize the detector sensitivity. The adlayer possibly affects to the gravitational wave detector sensitivity. In order to characterize these changes, a high-finesse FabryPerot cavity was introduced to a KAGRA cryostat and the finesse of the cavity was monitored for 35 days under cryogenic conditions. We confirmed that the molecular adlayer was formed on a cold mirror and caused an oscillation in the finesse. The real and imaginary parts of the refractive index of the adlayer were 1.26 ± 0.073 and 2.2 × 10 −7 ± 1.3 × 10 −7 , respectively. These are comparable with those of H2O molecules. The formation rate of the molecular adlayer was 27 ± 1.9 nm/day. In this paper, we describe theoretical and experimental studies of the formation of a molecular adlayer on cryogenic mirrors. Furthermore, the effects of a molecular adlayer on the photon shot noise are also discussed.
I. INTRODUCTION
Gravitational waves (GWs) from binary black hole mergers were detected by the Advanced Laser Interferometric Gravitational wave Observatory (LIGO) and Advanced Virgo [1] . However, more precise sensitivities are essential to reveal the nature of GWs [3] , the evolution of black holes [2] , the Hubble constant, and so on. The sensitivity of an interferometric gravitational wave detector (GWD) is mainly limited by certain noises, such as photon radiation pressure noise, photon shot noise, and thermal noise. In particular, mirror and suspension thermal noise limit the most sensitive frequency band from 10 to 100 Hz. In order to achieve higher sensitivity, the improvement of thermal noise is essential and certain solutions have been proposed, such as the introduction of larger mirrors, coating films that have high mechanical quality factors [4] , and a Fabry-Perot (FP) arm cavity that resonates higher-order modes inside [5] for instance. Additionally, the introduction of cryogenic mirrors and suspensions is also one of the ways to reduce thermal noise. In contrast to LIGO and Virgo, KAGRA [6, 7] introduces cryogenic techniques for this purpose by using sapphire substrates for test masses and sapphire fibers for suspension wires. LIGO plans to introduce 120 K silicon mirrors in their future upgrade [8] , and Einstein Telescope (ET), the European next-generation GWD, also plans to introduce cryogenic mirrors [9, 10] . In order to practically introduce cryogenic techniques for the thermal noise reduction in KAGRA, several properties of sapphire have been measured and tested at cryogenic temperatures as an applicant for mirrors and fibers [11, 12] . Ultralow-vibration cryocoolers [13, 14] , heat radiation shield ducts with baffles [15] , and pure aluminum heat link wires were also developed. The mirror reflectance changes due to the adsorption of vacuum residual gas on a cold mirror surface, which is the so-called cryo-pumping effect, was just experimentally estimated on a small-scale cryogenic system [16] . A number of adsorbed molecules make an adlayer on a top of the cold mirror coating layers and cause changes in the mirror coating properties, such as reflectance, transmittance, and absorption depending on its properties and thickness. These effects can decrease the sensitivity of GWDs depending on the thickness of the adlayer. In order to characterize the adsorption process and to estimate the effects of adlayers on the KAGRA, we theoretically and numerically predicted the adlayer formation speed and its effects on a cooled mirror. Furthermore, we directly measured the formation of an adlayer on a cooled mirror using an optical cavity and discussed the reduction methods and the impacts on GWDs. This paper is structured as follows. First, we introduce the adlayer formation on a cooled mirror theoretically and then we show the result of the simulation of the adlayer formation on the KAGRA cryogenic mirrors in Sec.II A. Then, the effects of the adlayer as a mirror coating are theoretically discussed based on the thin film the-ory in Sec.II B. The details of the experiment are summarized in Sec.III and the results are given in Sec.IV. Finally, in Sec.V, we discuss the method to decrease the molecular adlayer formation on cooled mirrors and the impact of the adlayers on GWDs.
II. THEORY AND SIMULATION
A. Molecules transfer and adlayer formation rate simulation
First, let us consider the molecular accumulation rate on a cryogenic mirror surface. The molecular incident flux density in a vacuum chamber with vacuum pressure P is given by kinematic theory as P/ √ 2πmk B T , where m is the mass of a molecule, k B is the Boltzmann constant, and T is the temperature of the molecules. The number of molecules in a cryostat is less than that in a room-temperature vacuum duct, because the cryostat works as a type of vacuum pump. The molecules in the vacuum duct move to the cryostat to compensate the vacuum pressure difference. When molecules are transported from the long vacuum duct, the volumetric flow rate Q is defined as Q = C∆P , where C and ∆P are the conductance and pressure difference of the vacuum duct, respectively. If the pressure inside the vacuum duct is sufficiently low and the molecules do not interact with each other, the conductance of a circular straight duct is written as [18] :
where r and L are the radius and length of the duct, respectively. Then, the total volumetric molecular injection rate Q tot is described as :
where S is the area of the cryogenic surface. The pressure level inside the cryostat is quite low, and thus the second term of Eq. (2) is neglectable. In the case of real vacuum ducts such as KAGRA or other GWDs, it is difficult to express the conductance of the vacuum system with a simple equation such as Eq. (1). To estimate the conductance of such a complicated duct, a Monte Carlo (MC) simulation works well [19] . The conductance can also be described as C = C 0 Γ, where Γ is the transmission probability of the duct and C 0 = r 2 πk B T /2m is the opening conductance. In the MC simulation, the transmission probability Γ, which is the ratio of particles between the input and output, can be numerically obtained. The adlayer formation rate can be defined by the number of adsorbed molecules on a cryogenic mirror per unit time. The probability of molecule adsorption, the so-called sticking coefficient, on cold surfaces for water FIG. 1. Schematic view and structural dimensions for the MC simulation. The particles were injected from the left edge surface of the room-temperature duct and the particles that hit the virtual target were counted. The adsorption probability at the room-temperature beam duct was set to be zero, except for the vacuum pump parts, and set to be one for the cryogenic duct. molecules is almost unity below the freezing point [21] . Then, the growth rate of the molecular adlayer η is:
where K is the geometrical factor, which is the probability of molecules hitting the mirror surface through the cryogenic duct and ρ is the density of the molecules. Usually, the percentage of the water molecules in vacuum chambers is large and the water molecules slowly accumulate on the cryogenic mirror surface. In such a situation, the water molecules form a low-density amorphous state (LDA), which has a density of ρ = 0.82 g/cm 3 [22] . In order to evaluate the molecular accumulation rate by the MC simulation, Molflow+, which is a MC simulator package developed at CERN [23] , was used. Figure 1 shows the schematic view and the structural dimensions for the MC simulation. In this simulation, the particles were injected from the left edge surface of the room-temperature duct illustrated in Fig.1 , and the particles that hit the vacuum pump and the cryogenic duct surface were assumed to be perfectly adsorbed. Then, the number of particles that come through the cryogenic duct were counted. The geometrical factor K was also obtained with this simulation. The values of each parameter obtained from this MC simulation, assuming the KAGRA vacuum duct, are summarized in Table I . Accordingly, the adlayer growth rate η was calculated to be 19.2 nm/day for the LDA state of the water molecules.
B. Molecular adlayer as an optical coating
In GWDs, various mirrors that have different reflectances are used according to their roles. A multilayer coating technique is used to control the reflectivities of these mirrors. A multilayer coating film is composed of low-and high-refractive-index materials that are stacked alternately, and the refractive index and thickness of each layer determine the reflectance for specific laser frequencies [24] . To calculate the reflectance or transmittance of a multilayer coating film, a characteristic matrix is used. In the case of materials with a complex refractive index N i and mechanical thickness d i , the characteristic matrix is described as:
is an optical phase shift induced in one layer. The total matrix M tot and its elements m ij are defined as:
The characteristic matrix of a multilayer coating film is given as:
where B and C are elements of the characteristic matrix, and n m is the refractive index of the substrate material. Eq. (6) gives the Fresnel coefficient of reflected light as ρ = (n 0 B − C) / (n 0 B + C). The Fresnel coefficient directly leads to the power reflectance of light as R = |ρ| 2 . Accumulated molecules form an adlayer, which has refractive index value. This means that the adlayer works as an optical coating. In order to include its effect, one can add the characteristic matrix of the molecular adlayer in Eq.(5). If there is an adlayer on the top of the multilayer coating film, the reflected lights from the top of the growing adlayer and the existing multilayer coating repeat the constructive and destructive interference according to the adlayer thickness. This optical interference results in an oscillation of the reflectance. In addition to this, the reflectance inevitably decreases because of the optical absorption inside the molecular adlayer. Figure 2 shows an example of the reflectance with a growing adlayer of water molecules. The total reflectance of the mirror oscillates owing to continuous change in the interference condition depending on the adlayer thickness. The amplitude of the reflectance oscillation is approximately determined by the ratio between the reflected light power from the top of the adlayer and the multilayer coating film. Therefore, the amplitude is maximized when the amplitude of two reflected lights are almost equal. Because the amplitude reflectivity of the water adlayer is approximately 10%, a multilayer coating film that has an amplitude reflectance of approximately 10% is significantly affected by the molecular adlayer.
III. EXPERIMENTAL METHOD
In order to estimate the reflectance change due to the adlayer on a cryogenic mirror, a FP cavity was installed inside the KAGRA cryostat and cooled to approximately 47 [K] . The sharpness of the FP cavity resonance is evaluated by its finesse F :
where r 1 and r 2 are the amplitude reflectances of the FP cavity mirrors. As explained in Sec.(II B), the molecular adlayer changes the mirror reflectance, transmittance, and absorption of light according to its complex refractive index, density, and thickness. Therefore, by monitoring the change in finesse, these material properties can be estimated and the component of the adlayer can be identified.
There are several methods to measure the finesse. For example, the ringdown method [25] , cavity transfer function method [26, 27] , and doppler effect method [28] . In this experiment, the ringdown method was used to reduce the measurement time and to avoid heating up of the mirror due to absorption.
A. Ringdown method for finesse measurement
By injecting intensity-modulated laser light with rectangular waves, the transient response of the FP cavity can be observed in the transmitted light from the FP cavity. The time constant (or the optical storage time) of the FP cavity can be obtained from this transient response curve. This method is called the ringdown method. The relation between the time constant and the finesse F of a FP cavity is described as:
where τ s , c, and L are the time constant, speed of light, and length of the FP cavity, respectively. The transient response curve depends on the modulation depth β of the injected laser power. The incident laser beam field E i (t) with a modulation of the rectangular waves at t = 0 can be written as:
where ω is the angular frequency of light. The transmitted laser beam field E t (t) is calculated by considering the transient response:
where H FP is the ratio of the injected and transmitted laser power to the FP cavity. Hence, the power of the transmitted light can be written as:
Consequently, we can obtain the time constant from the transient response for any modulation depth. In this experiment, the incident laser beam was completely shut down by an acoustic optic modulator (AOM). Hence, the modulation depth was the same as the amplitude of the injected laser electric field and the detectable time constant was τ s /2.
B. KAGRA cryostat and vacuum systems
KAGRA has four cryostats to cool sapphire test masses inside. In this experiment, one of the cryostats was used. Figure 3 shows an image of the setup around the KA-GRA cryostat with six cryocoolers, two radiation shield ducts extended from the cryostat in opposite directions and vacuum ducts connected with these radiation shield ducts. The lengths of the vacuum and cryogenic ducts are 12 m and 5 m, respectively. A KAGRA cryostat has four pulse-tube refrigerators: two cryocoolers cool a sapphire mirror and its suspension system and the other two cryocoolers cool two-layer thermal radiation shields. The 5 m of radiation shield ducts, which are called the cryogenic ducts, have two 80-K refrigerators [14] . A set of dry and turbo-molecular vacuum pumps was attached at the middle of the vacuum duct on each side and a vacuum gauge was also attached. The vacuum pressure reached 7.9 × 10 −4 Pa before starting cool. After a sufficient pumping duration, the entire cryogenic systems were cooled down, and the vacuum pressure reached 6.0 × 10 −6 Pa at the middle of vacuum duct. Figure 4 shows the vacuum pressure and the temperature change around the FP cavity that was set inside the cryostat. During the finesse measurement, the components of residual molecules were also monitored by a mass spectrometer attached near the cryostat. The main detected molecules were H 2 O, O, and OH, where O and OH can be generated from H 2 O. Because the partial pressure of H 2 O molecules at 50 K is so low, it is easily predictable that most of the H 2 O molecules were adsorbed on cryogenic parts including mirror surfaces of the FP cavity. FIG. 3 . Drawing of setup around the KAGRA cryostat. During the experiment, the vacuum duct is separated by gate valves, which are placed at 17 m from the cryostat. The lengths of the vacuum and cryogenic ducts are 12 m and 5 m, respectively. There are six pulse-tube refrigerators for a KA-GRA cryostat. Four 4-K refrigerators are used to cool mirror and cryostat, and two 80-K refrigerators are used to cool two 5-m cryogenic ducts [14] . A set of dry and turbo-molecular vacuum pumps is attached at the middle of vacuum duct on each side and a vacuum gauge was also attached. To identify the type of residual molecules, a mass spectrometer was attached near the cryostat.
C. Fabry-Perot cavity and optics Figure 5 shows the design of the FP cavity. The spacer is made of 316L stainless steel and the cavity length is 17 cm. The spacer has side windows to expose a cavity mirror to the beam duct from where molecules come. The other side of the mirror did not face the room-temperature area, and thus the molecular adlayer Fig.3 . Finally, the vacuum pressure reached 6.0 × 10 −6 Pa after the cooling process was complete.
is formed only on the former mirror. The temperature of the FP cavity was monitored by a thermometer attached near the target mirror in Fig.5 . Figure 6 shows the experimental setup of the finesse measurement of the FP cavity. In order to adjust the height of the FP cavity mirrors to that of the KAGRA sapphire mirrors, the FP cavity was set on a stainless-steel table, and connected to the bottom of the inner radiation shield of the cryostat by pure aluminum heat links to maintain sufficient thermal conductivity. The Pound-Drever-Hall (PDH) method was utilized to keep the laser light resonating inside the FP cavity. The error signal was fed back to the laser frequency tuning PZT. To shut down the input laser power quickly and completely, an AOM was introduced and the first-order laser beam was injected to the FP cavity. The time constant (τ s ) of the FP cavity was measured by monitoring the transmitted light, which includes the transient response of the FP cavity, with a high-speed photodetector. It was confirmed that the shutter speed of the AOM and the response of the photodetector were lower than the expected time constant of the FP cavity. The time constant of the FP cavity was measured to be τ s = 17.7 ± 0.75 µs and the resulting finesse was 49000 ± 2100 before cooling.
IV. RESULTS The spacer is made of 316L stainless steel and the cavity length is 17 cm. This spacer has a side window to expose the target cavity mirror to the roomtemperature beam duct, from where molecules come. The other side of the mirror did not face the room-temperature area, and thus the molecular adlayer is formed only on the former mirror and the change of finesse is induced by the adlayer on the target mirror. The temperature of the FP cavity was monitored by a thermometer that was attached near the target mirror. measured data and the fitting curve, respectively. The ringdown signals were taken by a photodetector to monitor the transmitted laser power from the FP cavity and the time constant was obtained by fitting the ringdown data. The finesse values derived from the measured ringdown signals of the FP cavity are shown in Fig.8 . The finesse was calculated according to Eq.(8), assuming L = 17 cm. In Fig.8 , the blue circles show the average finesse during a day and the error bars correspond to the statistical errors. The red line shows the fitting line and the fitting results are summarized in Table II . The difference in finesse before and just after cooling is expected to be due to the initial huge amount of molecular adsorption or the FP cavity axis change induced by the thermal shrink of the rigid spacer. These two effects cannot be distinguished by this measurement. Af-ter reaching a stable cryogenic temperature, the temperature fluctuation of the FP cavity was 0.03 K. Therefore, the cavity length fluctuation induced by the temperature fluctuation was too small to explain the measured reflectance oscillation. As shown in Table II , the calculated sticking rate of molecules to the mirror is 27 ± 1.9 nm/day. The real and imaginary part of refractive index of the adlayer was 1.26±0.073 and 2.2×10 −7 ±1.3×10 
V. DISCUSSIONS
The simulation discussed in the Sec.II A contains some uncertainties. In order to improve the accuracy of the simulation, we need to investigate the aspects below: (1) Vacuum pressure simulation. In order to estimate the molecular adlayer growth rate, the vacuum pressure distribution was also simulated by using an experimental value measured at the middle of the vacuum duct. In this simulation, it was assumed that the outgassing from the vacuum duct surfaces was homogeneous. The actual pressure distribution is expected to be different from this calculation, owing to inhomogeneous outgassing from the vacuum chamber surfaces and super insulators. Additionally, the inhomogeneous and unexpected temperature distribution of the cryogenic duct could possibly change the vacuum pressure profile. These uncertainties can vary the adlayer growth rate. In order to measure the vacuum pressure inside vacuum chambers with better accuracy, a vacuum pressure measurement based on an optical cavity has been developed at NIST [29] . By applying this technique to KAGRA, the vacuum pressure at   FIG. 8 . Estimated finesses. The light gray and the dark gray areas show the periods when the temperature of the FP cavity was 300 K and 47 K, respectively. The blue circles are the averaged finesses and the error bars indicate the statistical error. The red curve is the fitting line. In order to calculate the original coating of a mirror, the materials with low and high refractive index were stacked on a fused silica substrate alternately and the parameters of SiO2 and Ta2O5 were used for the materials. Each layer has a quarter wavelength of optical thickness and the total number of the quarter-wavelength layers is 38. In this fitting function, the molecular adlayer was stacked on this coating and the adlayer formation speed, initial phase, initial optical loss, and complex refractive index were the fitting parameters.
each point of the beam duct and the cryostat can be measured. Finally, this measurement possibly leads to better characterization of the adlayer formation on cooled mirrors in KAGRA. (2) Molecular reflection at the cryogenic parts: Typically, the partial vapor pressure of water molecules at cryogenic surfaces is quite low, and therefore the reflection at that surface could be negligible. However, around 120 K, such as in the KAGRA cryogenic ducts, molecules can be released within a finite time depending on the surface potential depth. In order to evaluate this molecule release effect, the physisorption energy depth of the KAGRA cryogenic ducts surfaces should be measured, and the conductance of the cryogenic ducts including the molecular partial adsorption, or release in finite time, must be included in the simulation. In the above sections, we discussed the adlayer effects based on the thin film theory. The entire optical loss was considered as the result of absorption inside the adlayer. However, the scattering caused by the surface roughness can also be the source of an optical loss, and it can cause troublesome noise known as "stray light noise" or "scattering noise" in GWDs [30, 31] . Further theoretical and experimental studies are needed to characterize the scattering effects caused by an adlayer. A. Reduction methods of molecular adlayer formation
In order to maintain the sensitivity of KAGRA during its observation, we need to mitigate the accumulation of molecules and remove the accumulated molecules. Both passive and active desorption methods are conceivable. The passive reduction methods are as follows: (1) Better vacuum condition in the room-temperature vacuum duct: the molecular adlayer formation rate due to the molecular transportation through the room-temperature vacuum duct is proportional to the vacuum pressure difference between the cryostat and the vacuum duct, as shown by Eq.(3). In this experiment, the vacuum pressure at the vacuum duct was relatively high and it caused rapid adlayer formation. If it was a designed value (2.0 × 10
Pa), we can expect the formation rate to decrease by approximately a factor of 50. (2) Longer cryogenic duct: The solid angle of Ω from the center of the mirror to the room-temperature region is calculated as:
where z is distance from the mirror to the edge of cryogenic duct and r is the radius of the duct. In the present KAGRA case, the length of the cryogenic duct is 5 m and the diameter is 270 mm. By applying these value to Eq.(12), we can find that our cryogenic duct have approximately 2 msr of the solid angle for the 300 K region. If we could use a cryogenic duct of length 30 m, the solid angle would decrease to 0.2 msr, which has the same effect as a ten-fold reduction in the vacuum pressure from the point of view of the injection rate of molecules to the mirror surface.
To date, several active desorption methods have already been studied and developed from the perspectives of vacuum engineering, surface material physics, and chemistry [32, 33] . The photo-desorption method is one of these. By illuminating the mirror surfaces with a laser beam whose wavelength corresponds to the frequency of internal molecular vibrational motion, the internal mode can be excited and finally the molecules can get enough energy to escape from the surface potential. Among the internal vibrational modes of a H 2 O molecule, symmetric and antisymmetric stretching vibrations have strong absorption. The corresponding wavelength is approximately 3 µm at the cryogenic temperature [32] . In order to remove the adsorbed molecules by this method, the laser power should be high and threshold power density is estimated as 375 kW/cm 2 [21] . However, the high-powerdensity laser would damage the coating. In order not to damage the coating, by heating up the mirror slightly, the threshold power density to remove the molecules could be decreased.
B. Impacts of the adlayer on KAGRA
It is important to consider how this molecular adlayer affects the sensitivity of KAGRA. We assume that the formation of a molecular adlayer starts at the same time and the accumulation speed is also same in the following estimations. Shot noise and radiation pressure noise, called quantum noise, will limit the sensitivity of KAGRA and nextgeneration GWDs. A power recycling technique is indispensable to improve the contribution of the shot noise by enhancing the laser power inside the interferometers [34, 35] . In power recycling techniques, it is important to match the reflectance of a power recycling mirror with that of the arm cavities. A power recycling gain (PRG), which is defined as a ratio between the laser power before and inside a power recycling cavity, is given by
where t prm and r prm are the amplitude transmittance and reflectance of the power recycling mirror, and r fpx and r fpy are the amplitude reflectances of each arm cavity. From Eq.(13), the power recycling gain is maximized when r prm = (r fpx + r fpy ) /2, and actual GWDs are designed to satisfy this condition. In KAGRA, these parameters are set as |t prm | 2 = 0.1, |r prm | 2 = 0.9, |r fpx | 2 = |r fpy | 2 = 0.9, and G ∼ 10 [36] . Figures 9 and  10 show the reduction and oscillation of reflectance of the cryogenic mirrors in KAGRA and the PRG due to the molecular adlayer growth. The finesse of the cavity changes in phase with the reflectance change of the input test mass (ITM) and end test mass (ETM). However, the reflectance of the ETM is higher than that of the ITM, the reflectance of the arm cavities increases when the reflectance of the ITM decreases, because the arm cavities in KAGRA are over-coupled cavities. The PRG also changes in phase with the reflectance of the arm cavities.
The shot noise of a GWD without a signal recycling cavity is given by
where and I are Dirac's constant and the input power to a beam splitter (BS), respectively. γ is an arm cavity 1 2 -bandwidth, which is given by [37] 
where L is the length of the arm cavity and T ITM is the power transmittance of the ITM. Figure 11 shows the , and the arm FP cavity (bottom) of KAGRA due to the molecular adlayer by using the parameters in Table II . In this calculation, the formation of a molecular adlayer for the ETM and ITM starts at the same time. Because the original reflectance of the ETM is higher than that of the ITM, the amplitude of reflectance oscillation of the ITM is larger than that of the ETM. Table II . Because the arm cavities in KAGRA are over-coupled cavities, the reflectances of the arm cavities increase when the reflectance of the ITM decreases.
relative shot noise ( S shot (ω, t) /S shot (ω, 0)) of KAGRA at 100 Hz. The shot noise changes in phase with the reflectance of the arm cavities and PRG. As a result of the molecular adlayer formation, the shot noise is improved by approximately 7% on average at first. But during the operation, the shot noise changes gradually, and it is expected that the shot noise worsens by more than 10% on average after one year of operation, owing to the optical loss inside. (14), the ratio of the shot noise ( S shot (ω, t) /S shot (ω, 0)) was calculated at 100 Hz. At first, the shot noise will decrease by more than 7% on average because the circulating power inside the interferometer increases owing to the PRG enhancement. But after one year of operation, it gets worse by more than 10% on average, owing to the optical loss inside the molecular adlayer.
VI. CONCLUSION
We measured the molecular adlayer formation on a cold mirror using a high-finesse optical cavity in a KA-GRA cryostat. The adlayer formation speed was evaluated by a simulation and an experiment. Although there is a difference between the expectation from the simulation and the experimental results, the difference would arise from the uncertainty of the vacuum level setting or unexpected outgassing. The effect of a molecular adlayer on the optical coating was discussed based on the thin film coating theory and the experimental results. A molecular adlayer will change the mirror reflectance and make the detector sensitivity worse after one year of operation. Furthermore, this adlayer possibly causes other significant problems, such as worse thermal noise and difficulty of control of interferometer, and so on. To compensate for the molecular accumulation and to remove the accumulated molecules on a cold mirror, some methods were discussed. These methods need further measurements and study to confirm their efficiency and stability. In order to archive high sensitivity and stable operation with cryogenic GWDs, these types of problems have to be solved.
